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TRAFFIC CONTROL AND PROTECTION FOR SIDE ROADS, INTERSECTIONS, AND DRIVEWAYS

STD. NO.
000001 -0&
637001-04
701101-02
701601-07
701701-08
701901-02
720001-0J
720006-03
731001- 01

728001-01

HIGHWAY STANDARDS

TITLE

STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS

CONCRETE BARRIER, DOUBLE FACE, 32 in. HEIGHT

OFF-ROAD OPERATIONS, MULTILANE, 15' (4.5 m) TO 24" (600 mm) FROM PAVEMENT EDGE
URBAN LANE CLOSURE, MULTILANE, 1W OR 2W WITH NONTRAVERSABLE MEDIAN
URBAN LANE CLOSURE, MULTILANE, INTERSECTION

TRAFFIC CONTROL DEVICES

SIGN PANEL MOUNTING DETAILS

SIGN PANEL ERECTION DETAILS

BASE FOR TELESCOPING STEEL SIGN SUPPORT

TELESCOPING STEEL SIGN SUPPORT

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL "J.U.L.LE"
AT 800-892-0123 OR "CUAN" (CHICAGO UTILITY ALERT NETWORK), 312-744-7000
FOR FIELD LOCATIONS OF BURIED ELECTRIC, TELEPHONE AND GAS FACILITIES
(48 HOUR NOTIFICATION IS REQUIRED).

THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WITH UTILITY
COMPANIES AND LOCAL AGENCIES.

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR FIELD OFFICE ON STATE
PROPERTY WITHOUT WRITTEN PERMISSION FROM THE DEPARTMENT.

THE RESIDENT ENGINEER SHALL CONTACT THE TRAFFIC CONTROL SUPERVISOR
AT (84%) 705-4470 A MINIMUM 72 HOURS PRIOR TO THE PLACEMENT OF ANY TEMPORARY
TRAFFIC CONTROL DEVICES.

FOR PAVEMENT MARKING AND RAISED REFLECTIVE PAVEMENT MARKERS, REFER TO
DISTRICT ONE TYPICAL MARKINGS FOR DETAILS NOT SHOWN.

MATCH EXISTING PAVEMENT MARKINGS AT PROJECT LIMITS.

THE RESIDENT ENGINEER SHALL CONTACT DEBBIE HANLON, AREA TRAFFIC FIELD
ENGINEER, AT 847-438-2300 AT LEAST (2) WEEKS PRIOR TO PLACING PERMANENT
PAVEMENT MARKINGS.

BEFORE BEGINNING ANY WORK, THE CONTRACTOR SHALL RETAIN AND RECORD FOR
FUTURE REFERENCE, ALL EXISTING PAVEMENT MARKING LINES (AND RAISED REFLECTIVE
MARKINGS) IN ORDER THAT THESE LOCATIONS CAN BE REESTABLISHED FOR STRIPING.
EXACT LOCATIONS OF ALL PAVEMENT MARKINGS SHALL BE AS DIRECTED BY THE
ENGINEER.

FOR WORK QUTSIDE THE LIMITS OF BRIDGE APPROACH PAVEMENT, ALL REFERENCES IN
THE HIGHWAY STANDARDS AND STANDARD SPECIFICATIONS FOR REINFORCEMENT,
DOWEL BARS AND TIE BARS IN PAVEMENT, SHOULDERS, CURB, GUTTER, COMBINATION
CURB AND GUTTER AND MEDIAN, AND CHAIR SUPPORTS FOR CRC PAVEMENT, SHALL BE
EPOXY COATED, UNLESS NOTED ON THE PLAN
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